
HIGHLIGHTS

Heavy duty design with IP67 waterproof plug

Unique safety key (customer specific colors).

Electrode with flexible cable

Internal battery & world charger

BAM (Germany) Homologation

Region 1 & Region 2 radio modules

Antenna exchangeable

ZEB Blaster OP
Shock Tube Initiation System

…Reliable Heavy Duty

DESCRIPTION

The heavy-duty housings of the blaster are colored signal 
orange with reflective stripes, to allow better visibility 
while working outdoors.

Waterproof coded Push-Pull-Connectors for the intel-
ligent battery charger and the ignition electrode allow a 
fast setup of the equipment. 

The blaster includes everything needed to start a blasting 
operation. Every blaster comes with an ignition electrode, 
battery charger, antenna and unique ID-Chip.

ACCESSORIES

If the flex-electrode cable is damaged or missing a 

replacement is available. This also counts for the centering 

cap and the ignition electrodes. The ignition electrodes are 

wear parts and need to be replaced periodically. 
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ZEB Blaster OP

Flex-electrode

cable

The Surface Blaster is the newest non-electric shock tube 
initiation system offered by ZEB.

The ZEB Blaster OP was developed to be used worldwide 
for quarry, civil construction and open pit mining blasting 
operations. The equipment is homologated by BAM 
(Germany) and fulfills all of today’s safety requirements 
under sign BAM-ZM-711.

The blaster can be used in 3 operational modes: local 
initiation, radio slave, radio master.

The unique safety key secures the equipment from 
unauthorized usage. It also automatically switches the 
radio modes between master and slave.

According to customer requirements each blaster can 
be equipped with world region 1 (Europe, Africa) CE or 
region 2 (North- & South America) FCC radio modules 
with up to 2km range.

Flexibility



ZEB Blaster OP

Permissible Capacitor Blasting Machine D-Series

Technical Data

BAM EN CE Protection Accessories
Homologation

Distributor

MAXAM Deutschland GmbH

ZEB - Zünderwerke Ernst Brün
Boschstr. 10a, 45770 Marl, Germany

Phone +49 (0) 2365 50209-00 
Fax +49 (0) 2365 50209-40

zeb@maxamcorp.com
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Contact your local MAXAM 
representative

for further information

ZEB Blaster OP

TECHNICAL SPECIFICATIONS
Initiation 

Voltage
Charge

Time

Battery
Type

Protection
Type

Temperature
Range

Weight

2 s
Lead, 

rechargeable
IP67

-20°C to 

+50°C
~4100 g

Flex-electrode cable SKU EB00.300.7030

~ 1750 V

Radio Specifications

Output Power Frequency Band Range
Antenna

Type
Antenna

Wavelength

~ 2 (5) km
868MHz / 915 

MHz
λ/2 Dipol500mW

Dimensions

L x W x H

Weight

220 x 180 x 70mm

W

H

L Safety

4100g

Key

The flex-electrode prevents the equipment from impact damage. It can be removed for transport and is 
stored inside the housing. This also protects the ignition electrode at the end of the flexible cable against 
dirt and environmental impacts.

A unidirectional magnetic waterproof antenna is also offered. If the operator needs to position inside a bunker or 
the blaster is hidden under a rock the unidirectional antenna with its 3m cable can be used for best results.

The benefits of using the wireless remote-controlled mode are to prevent the usage of one electric starting detonator, 
to save up to 300m of shock tube as safety distance, eliminates the removal of electric wires after the blast and raises 
the safety level for the operator and staff (Safety Key).

SAFETY WARNING
Read the User Manual delivered with the blasting machine carefully before using the product. This product is not allowed to be used in flammable environments such as 
methane or coal dust.
DISCLAIMER AND LIMITATION OF LIABILITY
The information contained herein can vary according to the different conditions of storage and use of the products as well as external factors like temperature, 
humidity and pressure, among others. This product is potentially dangerous; and, therefore, its use and handling must be restricted to the personnel duly qualified and 
be submitted to applicable laws.
The documentation described herein shall not be considered as contractual commitment and its disclosing shall not be able to be treated as a contractual offer. By virtue 
of this document the Company does not assume any liability nor warranty before third parties.
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